LF18ND600

Impadance vs Frag

18" Speaker

Package Size

205X490X280/1PCS mm

200.8hm dBSPL+1p
100
a0
100
90 =
808 BO
70 =
B0y W 70
5 D I."‘h. .‘ ..-"! EI}
40y / .1'I. T
A 50
30 $—- ¥
40
\ .
20 / i 30
f I'ull -
L1 20
10f | & 10
4 \.__ | -
B ‘k"-__ T - 1 . ]
7 e i 245
20 HZ 50 100 200 500 1K 7K 5K 10K 7t 0
THIELE-SMALL PARAMETERS
MODEL LF18NDG00 Resonance frequency Fs 40 Hz
YRPE SUBWOOFER Dc resistance Re 2.1 ohm
Mechanical factor Qams 3.58
Nominal Diameter 46018 mm/inch Electrical factar (les 046
Rated impedance 8 ohm Total factor Qts 04
Power handing capacity 600 watls BL factor BL 228 TM
Sensitivity a7 dB Effective Moving mass Mms 185 g
Frequency Range 40-1800 Hz Effective Cas air load Vas 183 liters
Voice Coil Diameter 100/4.0 mm/inch Effective piston area od 0.124 m"*2
Voice Coil Material Copper MOUNTING INFORMATION
Number of layer 2 Overall Diameter 465/18.3 mm/inch
Kind of layer outside/inside Bolt Circle Diameter 443171 mm/inch
SHIPPING INFORMATION Bolt Hole Diameter 8-6.5°11/8-0.24*0.43 mm/inch
Net Weight 8.7 kg Mount Baffle Cut-out 423166 mm/inch
Shipping Weight 103 kg Depth 210/8.2 mm/inch



